PCI 8255 I/O Card Test Setup and set address

1. Test program files name are: 8255SET.exe , PCI8255.exe

Test OS is: DOS

2. Input the disk in your computer.

3. When the computer’s power is on, then key in “8255SET 0200” when the “A:>” appear, then press “enter”.

[image: image1.jpg]E:\SHEET\8255>8255set 0200_





4. It is correct when it appears the “New address: 200” (The 200 is address, is OK)

[image: image2.jpg]E:\SHEET\8255>8255set 0200
New address: 200

E:\SHEET\8255>





5. Then run the PCI8255.exe test program.

[image: image3.jpg]E:\SHEET\test soft>pci8255





6. Then, go into this PCI-8255 I/O Card Q.C. Program screen.

[image: image4.jpg]PCI-8255 I/0 CARD Q.C. Program V1.2

I/0 Address: 0200
I/0 Switch: 0000

(1): 8255 Loopback test
(2): output Test

(3): Input Test

(4): counter Test (8253)
ESC: EXIT

Choose:_




7. Please select “1”, this is 8255 loopback test program.

[image: image5.jpg]PCI-8255 I/0 CARD Q.C. Program V1.2

I/0 Address: 0200
I/0 Switch: 0000

(1): 8255 Loopback test
(2): output Test
(3): Input Test
(4): counter Test (8253)
ESC: EXIT
Choose:
Loop: 27 Testing Pin: 7 oOutput: 000080 Input:010000 Correct:010000 OK




8. After finish the Loopback test complete, please press the “ESC” and then press 4 (continue testing).

[image: image6.jpg]PCI-8255 I/0 CARD Q.C. Program V1.2

I/0 Address: 0200
I/0 Switch: 0008

(1): 8255 Loopback test
(2): output Test
(3): Input Test
(4): Counter Test (8253)
ESC: EXIT
Choose:
Loop: 1881 : _
Please use probe to check if OUTO, OUT1l, and OUT2 are blinking.




